north American Numbering Council
Secondary Number Definitions


The following definitions should be included in the latest version of the appropriate set(s) of Industry Numbering Committee Guidelines.  These definitions were developed as directed by the FCC in Paragraph 36 of the NRO Order (FCC 00-104), released on March 31, 2000.
Employee/Official Number: A number assigned by a service provider from its own inventory and for its own internal business purposes.  This includes numbers assigned at the code holder’s places of business.  Employee/Official Numbers are counted as administrative numbers for the purposes of the FCC’s semi-annual reporting requirements.
Location Routing Number:  The ten-digit (NPA-NXX-XXXX) number assigned to a switch/POI used for routing in a permanent local number portability environment.  Location Routing Numbers are counted as administrative numbers for the purposes of the FCC’s semi-annual reporting requirements.

Test Number: A telephone number(s) assigned for inter- and intra-network testing purposes.  This definition is a slight modification from the INC definition.  Test Numbers are counted as administrative numbers for the purposes of the FCC’s semi-annual reporting requirements.

Temporary Local Directory Number (TLDN): A number dynamically assigned on a per call basis by the serving wireless service provider to a roaming subscriber for the purpose of incoming call setup.  These numbers are working in the PSTN and are temporarily assigned to a specific customer.  These numbers are continually reassigned.  TLDNs are counted as administrative numbers for the purposes of the FCC’s semi-annual reporting requirements.

Wireless E911 ESRD/ESRK Number: A 10-digit number used for the purpose of routing an E911 call to the appropriate Public Service Answering Point (PSAP) when that call is originating from wireless equipment.  The Emergency Services Routing Digit (ESRD) identifies the cell site and sector of the call origination in a wireless call scenario.  The Emergency Services Routing Key (ESRK) uniquely identifies the call in a given cell site/sector and correlates data that is provided to a PSAP by different paths, such as the voice path and the Automatic Location Identification (ALI) data path.  Both the ESRD and ESRK define a route to the proper PSAP.  The ESRK alone, or the ESRD and/or Mobile Identification Number (MIN), is signaled to the PSAP where it can be used to retrieve from the ALI database, the mobile caller’s call-back number, position and the emergency service agencies (e.g., police, fire, medical, etc.) associated with the caller’s location.  If a NANP TN is used as an ESRD or ESRK, this number cannot be assigned to a customer.  Wireless E911 ESRD/ESRK Numbers are counted as administrative numbers for the purposes of the FCC’s semi-annual reporting requirements.

Dealer Numbering Pools: Numbers allocated by a service provider to a retail dealer for use in the sale and establishment of service on behalf of that service provider.   Dealer Numbering Pool numbers are counted as intermediate numbers for the purposes of the FCC’s semi-annual reporting requirements.  Once the dealer assigns the number to an end-user customer, the number is counted as an assigned number.

Ported Out Number: A number that is ported from the code holder/block holder to another service provider for exclusive use by the end user customer for whom the number was ported.  Ported Out Numbers are counted as assigned numbers for the donating carrier for the purposes of the FCC’s semi-annual reporting requirements.

Soft Dial Tone Number: Numbers temporarily assigned to line equipment and facilities that permit restricted end-user access to certain essential services (e.g., Operator, 911, service provider business office).  Soft Dial Tone Numbers are counted as administrative numbers for the purposes of the FCC’s semi-annual reporting requirements.
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